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Optional Accessories 


The following optional accessories are available for the TH-21. 


Manganese battery CaS ...........ccceeesceeseeestereeeee 
SUM-2 battery case (for extended operation)... 
DC-DC power supply (for mobile operation)....... 
External speaker/Microphone ................cnesccsssseceesscesstecesncceeneeseneeenns 
HEAGSe ti vuitin WO Xicserteeee reeset oe cant cc cea b aes cava rocoyseaptnth dade sutaakeatane 
Soft carrying case 
EanphOme eerectee reece cacees: cncezasowerctcacpasces 

Antenna conversion plug (twist lock to BNC)...........::c:cccseeseeeteetterteeneee 
TOMER Letom eee acne oe etter aee ac wtane sncecegeeanc-unteeWawensiesaceesssveeetsasasnstwess 
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1F  vcoour 
AX 6365 ~ 65.85 MHZ 
1% 72 ~ 74MHZ 
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TRIO-KENWOOD CORPORATION | 


Shionogi Shibuya Building, 17-5, 2-chome Shibuya, Shibuya-ku, Tokyo 150, Japan 
‘ TRIO-KENWOOD COMMUNICATIONS 

1111 West Walnut Street, Compton, California 90220, USA 

TRIO-KENWOOD COMMUNICATIONS 

DIVISION OF TRIO-KENWOOD ELECTRONICS GmbH 

Rembrucker Str 15, 6056 Heusensiamm, West Germany 

TRIO-KENWOOD ELECTRONICS, NV 

Leuvensesteenweg 504, 8-1930 Zaventem Belgium 

TRIO-KENWOOD (AUSTRALIA) PTY. LTD. inconporateo in NSW) 

4E Woodcock Place, Lane Cove, N.'S.W_ 2066. Australia 
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TH-21A/E TH-21AT 


Names and Functions 


@ VOL control (Volume control/power switch) 

@ This knob is dual-purpose; power switch and volume control. 

@ When this knob is turned clockwise, power is supplied. 

@ When this knob is further rotated, the volume level increases. 

@® MIC jack (Microphone jack) 

@ Used in combination with the SP jack, for connection of the op- 
tional speaker/microphone (SMC-30) or headset with VOX 
(HMC-1). 

Do not use other microphones other than the SMC-30 and the 
HMC-1, or damage of the transceiver may result. (Because of DC 
voltage is present at the plug.) 

@ When the plug is inserted in this jack, the built-in microphone is 
automatically disconnected. 

@® SP jack (Speaker jack) 

@ Connect an external speaker or earphone. 

@ Used with the MIC jack, for optional SMC-30 or HMC-1. 

@ When the plug is inserted in this jack, the built-in speaker is auto- 
matically disconnected. 

@ Antenna connector 

® Insert the supplied helical antenna and rotate to the right to se- 
cure. 

3 


Operation 


1. Reception 


@ Turn the VOL control to the right to supply power, and adjust the vo- 
lume control to the desired level. 

@ Adjust the squelch control clockwise until the background noise just 
quiets. 

@ Adjust the frequency switches to the desired receive frequency. 


2. Transmission 


@ Select the desired transmit offset. 
@ Check to see that the frequency is not busy. 
@ Press the PTT switch and speak into the microphone. The ON AIR in- 
dicator will light. 
Note: The distance between the microphone and your mouth is 5 — 
10 cm. 
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DTMF Key Pad Operation (TH-21AT only) 

1. To operate the keyboard as a DTMF key pad press the PTT switch and 
dial the desired number. 

2. After the first number has been entered the radio will remain keyed for 
approximately 1.5 seconds, thus allowing the release of the PTT 
switch. 
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© Tone switch 
®@ Activates the optional TU-6 (TH-21A/AT). 
@ Activates 1750 Hz tone (TH-21E). 


6) +5 kHz switch 
@ When the switch is ON the operating frequency is 5 kHz higher 
than indicated by the thumb wheel switches. 


@) Frequency setting switches (Thumb wheel switches) 
A..... Used to set to 1 MHz. ; 
B..... Used to set to 100 kHz. 
C..... Used to set to 10 kHz. 


ON AIR indicator 
@ Lights for transmission. 
@ When this indicator lights dimly, replace the batteries with new 
ones. 


(©) SQ control (Squelch control) 
@ Used to eliminate noise at non-signal condition. For normal opera- 
tion, turn the knob clockwise to the point at which noise just dis- 
appears. 


PTT switch (Press-To-Talk switch) 
@ Press this switch and speak into the micro phone for transmission. 
@ The microphone is built in the same place as the speaker. 


@) Hi/Low switch 
@ Used to adjust the transmission output. 
@ At Hi position, the output power is 1 W. At Low position, the out- 
put power is about 150 mW. 


(©) TX offset switch (TH-21A/AT) 
“+" Transmit frequency is 600 kHz higher than the receive frequency. 
“_" Transmit frequency is 600 kHz lower than the receive frequency. 
“S" Transmit and receive frequency are the same. (Also known as 
“Simplex”.) 
TX offset switch (TH-21E) 
Shifts the transmit frequency for repeater operation. 
“S” Simplex (receive and transmit frequencies are the same). 
“REV” Sets the receive frequency 600 kHz lower than the frequency 
set by the thumb wheel switches. 
“_"" Switches the transmit frequency down 600 kHz from the receive 


frequency. 
4 
Specifications 
General 
Frequency range 144 MHz — 146 MHz (TH-21E) 
144 MHz —- 148 MHz (TH-21A/AT) 
Signal type : F3 (FM) 
Operating temperature :-20°C ~ +50°C 
Antenna impedance :50Q 
Power supply voltage  :5.8V-10.0V (rating voltage; 7.2V) 
Power consumption : At reception standby; Less than 28 mA 
At transmission (Hi); Less than 600 mA 
(Low); About 300 mA 
Dimensions : (W) 57 (65.5) x (H) 120 (127.5)x (D) 28 (32) 
mm 
The numbers in the parenthesis include projec- 
tions. 
Weight : Approx. 280 g (including antenna and Ni-Cd 
batteries) 
Transmitter section 
Output power : Hi; 1.0W, Low; approx. 150 mW 
Modulation system : Reactance modulation 
Max. frequency deviation: + 5 kHz 
Unwanted reflection : Less than -60 dB 
Microphone : Condenser type 
Receiver section 
Reception system : Double superheterodyne 
Intermediate frequency : 1st; 16.3 MHz, 2nd; 455 kHz 
Sensitivity : S/N more than 28 dB at -6dBy (0.5 uV) input 
12 dB SINAD; less than -12 dByu (0.25 uV) 
Squelch sensitivity : Less than 0.25 uV 
Selectivity :—6 dB at more than 12 kHz 
—40 dB at less than 28 kHz 
AF output : More than 250 mW (8Q load, distortion 10%) 


Design and specifications subject to change without notice. 


